BUILDINGS 6-12 AND SURFACE PARKIN

GENERAL NOTES

1. THIS NOTE HEREIN INCORPORATES BY REFERENCE, THOSE GENERAL NOTES NUMBERED 1 THROUGH 24 INCLUSIVE OF OC
PUBLIC WORKS STANDARD PLAN 1801, 2006 EDITION PLUS 2011 SUP.

IN THE CITY OF DANA POINT, COUNTY OF ORANGE, STATE OF CALIFORNIA

DANA POIN

24650 DANA POINT HARBOR
DANA POINT, CA 92629

PREPARED FOR:

DR.

I HARBOR COMMERCIAL CORE AREA
G LOT - DEMOLITIO

DANA POINT HARBOR PARTNERS, LLC

Zoning: OCPWSalazarC 12/22/2025

Building&Safety: OCPWAzarvandB 12/22/2025

Permits: DMR21-0105, DMO21-0108, DMO21-0108,
DMO21-0109, DMO21-0110, DMO21-0111,

County of Orange - OC Public Works

OC Development Services
APPROVED

This set.of plans and specifications must be kept on the
job at all times. |t is unlawful to make any changes or
alterations 1o thase plans without wrllan parmission
from O Public Works, OC Development Services

of Orange County. The stamping of these plan
specifications SHALL NOT be held to permit or be an
approval of the violation of any provisions of amy County
Ordinance or State law

Hadi Tabatabaee
BUILDING OFFICIAL

2. ALL WORK SHALL BE IN CONFORMANCE WITH CURRENT OC PUBLIC WORKS STD. PLANS AND STD. SPECIFICATIONS FOR PUBLIC NPDES NOTES
WORKS CONSTRUCTION (GREEN BOOK OR APPROVED DEVIATION FOR STANDARD). 1100 NEWPORT CENTER DR. STE 200
1. IN THE CASE OF EMERGENCY, CALL JOHN TINDALL
3. THE DEVELOPER/CONTRACTOR SHALL HAVE A COPY OF THE CURRENT OC PUBLIC WORKS STANDARD PLANS ON THE AT MOBILE PHONE # (949) 480-7215 NEWPORT BEACH, CA 92660
CONSTRUCTION SITE AT ALL TIMES. '
2. SEDIMENT FROM AREAS DISTURBED BY CONSTRUCTION SHALL BE RETAINED ON SITE USING STRUCTURAL CONTROLS TO THE MAXIMUM EXTENT 4 4y, )
4. THE DEVELOPER SHALL TELEPHONE OC PUBLIC WORKS CONSTRUCTION AT (714) 245-4550 AT LEAST 24 HOURS PRIOR TO PRACTICABLE. Vo %
STARTING CONSTRUCTION WORK SUBJECT TO OC PUBLIC WORKS INSPECTION. { 4
g
3. STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO MINIMIZE SEDIMENT TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITES OR o U DEMOLITION NOTES
5. COUNTY APPROVED PLANS DO NOT RELIEVE THE CONTRACTOR/DEVELOPER FROM RESPONSIBILITY TO OBTAIN PUBLIC ADJACENT PROPERTIES VIA RUNOFF, VEHICLE TACKING, OR WIND. <
PROPERTY PERMITS, WHICH SHALL BE AVAILABLE ON THE JOB AT ALL TIMES WORK IS BEING ACCOMPLISHED IN THE PUBLIC , & 1. ALL DEMOLITION WORK SHALL BE STRICTLY IN ACCORDANCE WITH THE APPLICABLE REGULATIONS AND PROVISIONS OF THE COUNTY OF
RIGHT—OF—WAY. 4. APPROPRIATE BMP'S FOR CONSTRUCTION—RELATED MATERIALS, WASTES, SPILLS SHALL BE IMPLEMENTED TO MINIMIZE TRANSPORT FROM THE SITE Q - e A ORANGE.
TO STREETS, DRAINAGE FACILITIES, OR ADJOINING PROPERTIES BY WIND OR RUNOFF. < 5 2 (5)
Q
6. ALL CONCRETE CURB AND GUTTER FLOW LINES WITH LESS THAN 1% GRADE SHALL BE WATER TESTED PRIOR TO FINAL = q 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL REQUIRED PERMITS PRIOR TO COMMENCEMENT OF ANY WORK COVERED
FINISHING TO INSURE PROPER DRAINAGE WITHOUT UNACCEPTABLE HIGH OR LOW SPOTS. S. RUNOFF FROM EQUIPMENT AND VEHICLE WASHING SHALL BE CONTAINED AT CONSTRUCTION SITES UNLESS TREATED TO REDUCE OR REMOVE 3 8 BY THESE PLANS. SEPARATE COUNTY OF ORANGE PUBLIC WORKS PERMIT WILL BE REQUIRED FOR ANY WORK WITHIN THE COUNTY
SEDIMENT AND OTHER POLLUTANTS. > & RIGHT - OF —WAY
o gy —Ur=WAT,
7. ALL UTILITY TRENCH BACKFILL AND COMPACTION INSPECTION OUTSIDE THE LIMITS OF DEDICATED STREET RIGHT—OF—WAY 6. ALL CONSTRUCTION CONTRACTOR AND SUBCONTRACTOR PERSONNEL ARE TO BE MADE AWARE OR THE REQUIRED BEST MANAGEMENT PRACTICES (D = & ) )
SHALL BE PERFORMED BY OC PUBLIC WORKS. AND GOOD HOUSEKEEPING MEASURES FOR THE PROJECT SITE AND ANY ASSOCIATED CONSTRUCTION STAGING AREAS. 3 3. A CONSTRUCTION EASEMENT AND "RIGHT TO ENTER™ WILL BE REQUIRED FOR WORK ON ADJACENT PROPERTY.
8. ALL DAMAGED CONCRETE SIDEWALKS OR CURBS SHALL BE SAWCUT TO THE NEAREST TRANSVERSE SCORE MARK OR 7. AT THE END OF EACH DAY OF CONSTRUCTION ACTIVITY ALL CONSTRUCTION DEBRIS AND WASTE MATERIALS SHALL BE COLLECTED AND PROPERLY STONEHILL DR. 4, THE EXTENT OF DEMOLITION WORK SHALL BE AS SHOWN ON THE DEMOLITION PLANS. DEMOLITION INCLUDES COMPLETE WRECKING OF
SEJggTéBEEu Ccovvgg% g(%l/{\lNTD/(\)FFsDWFI;ZE\;(,\II-ZgED PLANE JOINT AND REPLACED IN CONFORMANCE WITH THE APPLICABLE PROVISIONS DISPOSED IN TRASH OR RECYCLE BINS. EXISTING IMPROVEMENTS AND REMOVAL AND DISPOSAL OF DEMOLISHED MATERIALS. ANY SALVAGE OPERATIONS SHALL BE COORDINATED
. WITH THE "OWNER”.
8. CONSTRUCTION SITES SHALL BE MAINTAINED IN SUCH A CONDITION THAT AN ANTICIPATED STORM DOES NOT CARRY WASTES OR POLLUTANTS OFF SELVA RD
9. DEVELOPER SHALL MAINTAIN ADJACENT STREETS IN A NEAT, CLEAN, DUST FREE AND SANITARY CONDITIONS AT ALL TIMES THE SITE. DISCHARGES OF MATERIAL OTHER THAN STORM WATER ONLY WHEN NECESSARY FOR PERFORMANCE AND COMPLETION OF CONSTRUCTION y 5. TRAFFIC: CONDUCT DEMOLITION OPERATIONS AND REMOVAL OF DEBRIS TO ENSURE MINIMUM INTERFERENCE WITH ROADS, STREETS,
AND TO THE SATISFACTION OF THE COUNTY’'S INSPECTOR. THE ADJACENT STREETS SHALL BE KEPT CLEAN OF DEBRIS, WITH PRACTICES AND WHERE THEY DO NOT: CAUSE OR CONTRIBUTE TO A VIOLATION OF ANY WATER QUALITY STANDARD; CAUSE OR THREATEN TO WALKS, AND OTHER ADJACENT OCCUPIED FACILITIES.
DUST AND OTHER NUISANCE BEING CONTROLLED AT ALL TIMES. DEVELOPER SHALL BE RESPONSIBLE FOR ANY CLEAN UP ON CAUSE POLLUTION, CONTAMINATION, OR NUISANCE; OR CONTAIN A HAZARDOUS SUBSTANCE IN A QUANTITY REPORTABLE UNDER FEDERAL '
ADJACENT STREETS AFFECTED BY HIS CONSTRUCTION. METHOD OF STREET CLEANING SHALL BE BY DRY SWEEPING OF ALL REGULATIONS 40 CFR PARTS 117 AND 302. 6. PROTECTIONS: ENSURE SAFE PASSAGE OF PERSONS AROUND AREA OF DEMOLITION. CONDUCT OPERATIONS TO PREVENT INJURY TO
PAVED AREAS. NO STOCKPILING OF BUILDING MATERIALS WITHIN THE COUNTY RIGHT—OF—WAY WITHOUT PERMISSION OF THE 9. POTENTIAL POLLUTANTS INCLUDE BUT ARE NOT LIMITED TO: SOLID OR LIQUID CHEMICAL SPILLS; WASTES FROM PAINTS, STAINS, SEALANTS, ADJACENT BUILDINGS, STRUCTURES, OTHER FACILITIES, AND PERSONS.
COUNTY'S INSPECTOR. GLUES, LIMES, PESTICIDES, HERBICIDES, WOOD PRESERVATIVES AND SOLVENTS; ASBESTOS FIBERS, PAINT FLAKES OR STUCCO FRAGMENTS; FUELS, D ' S DAMAGES: PROVPTLY REPAIR DAMAGES CAUSED T0 ADJACENT FAGILITES BY DEMOLITION GPERATIONS AT NO COST TO OWNER
OILS, LUBRICANTS, AND HYDRAULIC, RADIATOR OR BATTERY FLUIDS; FERTILIZERS, VEHICLE /EQUIPMENT WASH WATER AND CONCRETE WASH WATER; . : : :
10. PRIOR TO FINAL ACCEPTANCE OF STREET IMPROVEMENTS, ALL STREET PAVEMENT STRIPING AND STENCILING WITHIN THE CONCRETE, DETERGENT OR FLOATABLE WASTES; WASTES FROM ANY ENGINE/EQUIPMENT STEAM CLEANING OR CHEMICAL DEGREASING AND SE PRADD AVE 9
PERIMETER OF THE CONSTRUCTION PROJECT WILL BE RESTORED TO A "LIKE NEW™ CONDITION, IN A MANNER MEETING THE SUPERCHLORINATED POTABLE WATER LINE FLUSHING. DURING CONSTRUCTION, PERMITTEE SHALL DISPOSE OF SUCH MATERIALS IN A SPECIFIED AND AN : 8. UTILITY SERVICES: PRIOR TO THE START OF DEMOLITION WORK, THE CONTRACTOR SHALL NOTIFY ALL AFFECTED UTILITY COMPANIES AND
APPROVAL OF THE DIRECTOR, OC PUBLIC WORKS. ALL STRIPING AND STENCILING SHALL BE ACCORDING TO STANDARD PLAN CONTROLLED TEMPORARY AREA ON-SITE, PHYSICALLY SEPARATED FROM POTENTIAL STORM WATER RUNOFF, WITH ULTIMATE DISPOSAL IN MAKE PROVISIONS TO HAVE ALL EXISTING ON-SITE WATER, SEWER, GAS, ELECTRIC, IRRIGATION, AND TELEPHONE LINES REMOVED,
NO.1801, NOTE 18. ACCORDANCE WITH LOCAL, STATE AND FEDERAL REQUIREMENTS. ABANDONED, OR RELOCATED THAT SERVE THE BUILDINGS TO BE DEMOLISHED, OR THAT INTERFERE WITH PROPOSED CONSTRUCTION.
11. TRAFFIC SHALL BE MAINTAINED AT ALL TIMES AND SHALL BE PROTECTED WITH ADEQUATE BARRICADES, LIGHTS, SIGNS AND 10. DEWATERING OF CONTAMINATED GROUNDWATER OR DISCHARGING CONTAMINATED SOILS VIA SURFACE EROSION IS PROHIBITED. DEWATERING OF 9. CONTRACTOR TO MEET RULE 403:
WARNING DEVICES AS PER THE CURRENT STATE OF CALIFORNIA, DEPARTMENT OF TRANSPORTATION, MANUAL OF TRAFFIC NON—CONTAMINATED GROUNDWATER REQUIRES A NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM PERMIT FROM THE RESPECTIVE STATE
CONTROLS, AND TO THE DIRECTIONS OF THE COUNTY'S INSPECTOR. REGIONAL WATER QUALITY CONTROL BOARD. A. THE CONTRACTOR SHALL ENSURE THAT ALL DISTURBED UNPAVED ROADS AND DISTURBED AREAS WITHIN THE PROJECT ARE
12, 0C PUBLIC WORKS STANDARD PLANS SHALL TAKE PRECEDENCE OVER ANY CONFLICTS EXCEPT FOR STANDARD PLANS 11. GRADED AREAS ON THE PERMITTED AREA PERIMETER MUST DRAIN AWAY FROM THE FACE OF SLOPES AT THE CONCLUSION OF EACH WORKING N WATERED AT LEAST THREE TIMES DAILY DURING DRY WEATHER.
AFFECTING UTILITY COMPANIES, IF THEIR STANDARDS ARE MORE STRINGENT. DAY. DRAINAGE IS TO BE DIRECTED TOWARD DESILTING FACILITIES. N B.  THE CONTRACTOR SHALL ENSURE THAT TRAFFIC SPEEDS ON UNPAVED ROADS AND PROJECT SIRE AREAS ARE REDUCED TO 15
, 12. THE PERMITTEE AND CONTRACTOR SHALL BE RESPONSIBLE AND SHALL TAKE NECESSARY PRECAUTIONS TO PREVENT PUBLIC TRESPASS ONTO ALAL AL MILES PER HOUR OR LESS TO REDUCE PM10 AND PMZ2.5 FUGITIVE DUST HAUL ROAD EMISSIONS BY APPROXIMATELY 447.
13. ANY UTILITIES UNDER PAVED AREAS OF PRIVATE STREETS SHALL HAVE A MINIMUM OF 30" COVER AND DEVELOPER SHALL AREAS WHERE IMPOUNDED WATER CREATES A HAZARDOUS CONDITION.
PROVIDE PRIVATE LABORATORY COMPACTION CERTIFICATION FOR ALL UNDERGROUND UTILITIES PRIOR TO PAVING. THE 10. DISPOSAL: REMOVE FROM SITE ALL DEBRIS, RUBBISH, AND OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS. BURNING OF
DEVELOPER SHALL SET UP A MEETING WITH THE INSPECTOR AND THE PRIVATE LABORATORY PRIOR TO ANY TESTING. 13. THE PERMITTEE AND CONTRACTOR SHALL INSPECT THE EROSION CONTROL WORK AND INSURE THAT THE WORK IS IN ACCORDANCE WITH THE REMOVED MATERIALS FROM DEMOLISHED STRUCTURES WILL NOT BE PERMITTED ON SITE.
APPROVED PLANS.
14. A.C. PAVEMENT UNDER CARPORTS/ROOFS SHALL BE SLURRY SEALED IN ACCORDANCE WITH SECTION 302—4 "EMULSION — 11. THE CONTRACTOR SHALL COMPLY WITH FEDERAL, STATE, REGIONAL AND LOCAL LAWS REGARDING THE ABATEMENT OF HAZARDOUS
AGGREGATE SLURRY” OR THE STANDARD SPECIFICATION FOR PUBLIC WORKS CONSTRUCTION, 2009 EDITION, BEFORE FINAL 14. THE PERMITTEE SHALL NOTIFY ALL GENERAL CONTRACTORS, SUBCONTRACTORS, MATERIAL SUPPLIERS, LESSEES, AND PROPERTY OWNERS: THAT AN MATERIALS SUCH AS LEAD—BASED PAINT AND ASBESTOS THAT MAY BE FOUND IN THE EXISTING BUILDINGS.
ACCEPTANCE. ’ ’ DUMPING OF CHEMICALS INTO THE STORM DRAIN SYSTEM OR THE WATERSHED IS PROHIBITED. AN AN
12. ALL CONSTRUCTION SHALL ABIDE BY THE COUNTY OF ORANGE NOISE ORDINANCES IN THAT NOISY CONSTRUCTION ACTIVITIES ARE
15. EQUIPMENT AND WORKERS FOR EMERGENCY WORK SHALL BE MADE AVAILABLE AT ALL TIMES DURING THE RAINY SEASON. NECESSARY MATERIALS . .
15. ALL TRAFFIC MARKING AND STRIPING SHALL BE STENCILS THAT CONFORM TO THE CALIFORNIA DEPARTMENT OF SHALL BE AVAILABLE ON SITE. AND. S OCKPILED AT CONVENIENT LOGATIONS. T0- FAGILITATE RAPID CONSTRUGTION OF TEMPORARY DEVICES WHEN PROHIBITED BETWEEN 8:00 P.M. AND 7:00 A.M. ON WEEKDAYS (INCLUDING SATURDAY) AND PROHIBITED ALL DAY ON SUNDAY.
TRANSPORTATION (D.0.T.) NON—METRIC STANDARD. RAIN 1S IMMINENT. \_ -
13. SITE CLEARING: REMOVE TREES, SHRUBS, GRASS, AND OTHER VEGETATION, INCLUDING ALL ROOT SYSTEMS, IMPROVEMENTS, OR
16. NO CONCENTRATED FLOWS ACROSS ASPHALT PAVEMENT WITHOUT COUNTY'S INSPECTOR'S APPROVAL. 16. ALL REMOVABLE EROSION PROTECTIVE DEVICES SHALL BE IN PLACE AT THE END OF EACH WORKING DAY WHEN THE 5-DAY RAIN PROBABILITY VICINITY MAP OBSTRUCTIONS AS INDICATED.
FORECAST EXCEEDS 40%.
17. SURVEY MONUMENTS SHALL BE PRESERVED AND REFERENCED BEFORE CONSTRUCTION, AND REPLACED AFTER CONSTRUCTION NTS 14. BELOW-GRADE DEMOLITION: DEMOLISH AND REMOVE EXISTING BELOW—GRADE IMPROVEMENTS AND ALL FOOTINGS, CONCRETE SLABS AND
PURSUANT TO SECTION 8771 OF THE BUSINESS AND PROFESSIONS CODE. 17. SEDIMENTS FROM AREAS DISTURBED BY CONSTRUCTION SHALL BE RETAINED ON SITE USING AN EFFECTIVE COMBINATION OF EROSION AND UNDERGROUND UTILITY LINES.
SEDIMENT CONTROLS TO THE MAXIMUM EXTENT PRACTICABLE, AND STOCKPILES OF SOIL SHALL BE PROPERLY CONTAINED TO MINIMIZE SEDIMENT ABBREVIATIONS
18. PRIOR TO ORDERING ANY CONCRETE OR CONCRETE PRODUCTS FOR USE ON THIS PROJECT, SOIL SULFATE TESTS SHALL BE TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES OR ADJACENT PROPERTIES VIA RUNOFF, VEHICLE TRACKING, OR WIND. 15. FILLING BELOW—GRADE VOIDS: COMPLETELY FILL BELOW—GRADE AREAS AND VOIDS RESULTING FROM DEMOLITION OF EXISTING
STRUCTURES.
PERFORMED MEETING THE APPROVAL OF THE OC PUBLIC WORKS MATERIALS LABORATORY. 18. APPROPRIATE BMPS FOR CONSTRUCTION—RELATED MATERIALS, WASTES, SPILLS OR RESIDUES SHALL BE IMPLEMENTED AND RETAINED ON SITE TO APPROX APPROXIMATE NGVD NATIONAL GEODETIC
19. CONCRETE ITEMS SHALL MEET THE REQUIREMENTS OF THE INTENT OF SECTION 201.1.1.3. "CONCRETE SPECIFIED BY SPECIAL MINIMIZE TRANSPORT FROM THE SITE TO STREETS, DRAINAGE FACILITIES, OR ADJOINING PROPERTY BY WIND OR RUNOFF. SESG SE?ngmc NGS xiﬁlT('mLL %‘EB%NE‘HC A.  USE SATISFACTORY SOIL MATERIALS CONSISTING OF STONE GRAVEL, AND SAND, FREE FROM DEBRIS, TRASH, FROZEN MATERIALS,
EXPOSURE” OF THE GREEN BOOK, UNLESS OTHERWISE APPROVED BY THE OC PUBLIC WORKS MATERIALS LABORATORY. BM BENCH MARK SURVEY ROOTS AND OTHER ORGANIC MATTER, AS RECOMMENDED BY SOILS REPORT.
20. ALL STREET SECTIONS TO BE DETERMINED BY OC PUBLIC WORKS MATERIAL ENGINEER. ALL REPORTS FOR SAMPLING OF . BUILD'NGS TO BE DEMOL'SHED gv\l:l:l gE?JVE’\éﬁNAGEMENT PRACTICE g% 0c gHMEEETER B. PRIOR TO PLACEMENT OF FILL MATERIALS, ENSURE THAT AREAS TO BE FILLED ARE FREE OF STANDING WATER, TRASH AND
STREETS SHALL BE MADE TO COUNTY INSPECTION AND ONLY AFTER GRADE RELEASE AND PRIOR TO ANY UTILITY ON=SITE AREA: 10.81 AC BUILDING ADDRESS P DEBRIS.
S EPLAGEMENT WITHIN, STREET TEMPLATE BUILDING ADDRESS C CENTERLINE OC DPH OC DANA POINT HARBOR
: . CATCH BASIN oD OUTSIDE DIAMETER .
ON=SITE DISTURBED AREA: 10.817 AC EX. BUILDING 58 (PARTIAL DEMOLITION 34667 GOLDEN LANTERN e CENTER RN ORIGNAL C.  PLACE FILL MATERIALS IN HORIZONTAL LAYERS NOT EXCEEDING 8" IN LOOSE DEPTH. COMPACT EACH LAYER OF FILL MATERIAL
21. ALL WET AND DRY UTILITIES ARE NOT TO BE INSTALLED PRIOR TO CURB AND GUTTER CONSTRUCTION UNLESS REQUESTED IN PER ARCHITECTURAL PLAN) N 0 COORDINATE SR SROPOSED AT OPTIMUM MOISTURE CONTENT TO A DENSITY EQUAL TO ORIGINAL ADJACENT GROUND, UNLESS OTHERWISE AUTHORIZED IN
WRITING AND APPROVED PRIOR TO INSTALLATION BY COUNTY. N ‘s COLDEN LANTERY oI DIAMETER A RADIUS WRITING BY THE OWNER.
22. SIDEWALK SHALL BE CLEAR OF ALL VERTICAL OBSTRUCTIONS UNLESS APPROVED BY COUNTY. EX. NG 7 Cie1 COLOEN, LANTER ELEV o ECES\IATION RCE Eﬁg:ﬁ&%ﬂ CIML D.  AFTER FILL PLACEMENT AND COMPACTION, GRADE SURFACE TO MEET ADJACENT CONTOURS. CONTRACTOR IS RESPONSIBLE FOR
: ) SOILS COMPACTION TESTS. COMPACTION TEST SHALL MEET ALL REQUIREMENTS OF THE CITY OF FONTANA.
23. WHERE BACKFILL IS TO BE PLACED UNDER A PREVIOUSLY INSTALLED CONDUIT, SLURRY BACKFILL WILL BE 450—C—2000 ESTIMATED EARTHWORK QUANTITIES E%GST ex EQS%@R ENGINEERING Egp Egﬁ%R%FE’SDEONCRETE PIPE
CONCRETE. (FOR BONDING PURPOSES ONLY) EX. BUILDING 8 34511 GOLDEN LANTERN 2ol FINISHED SURFACE ROMD RESOURCES. AND 16. FINISH SITE CONDITION: THE FINISH GROUND SURFACES SHALL BE LEFT IN SMOOTH, UNIFORM GRADED CONDITION.
24. LIGHTING SHALL BE SHIELDED OR DIRECTED AWAY FROM RMV OPEN SPACE HABITAT AREAS THROUGH THE USE OF EX. BUILDING 9 34503 GOLDEN LANTERN EE ELN(;?VHE&EGRADE BE;’%OTTANE'E'\P MANAGEMENT 17. THIS DEMOLITION PLAN IS NOT INTENDED TO, AND DOES NOT DETERMINE THE METHOD, DETAILS, AND MEANS OF PERFORMING THE
LOW—SODIUM OR SIMILAR INTENSITY LIGHTS, LIGHT SHIELDS, NATIVE SHRUBS, BERMS AND OTHER SHIELDING METHODS. RAW CUT __ 25,000 C.Y. EX. BUILDING 10 34493 GOLDEN LANTERN o1 FOOT. FEET D STORM DRAIN DEMOLITION. THIS PLAN MAKES NO INQUIRY OR DETERMINATION AS TO THE EXISTENCE OF ANY HAZARDOUS OR TOXIC MATERIALS
25. ALL STREET SECTIONS TO BE DETERMINED BY OC PUBLIC WORKS MATERIALS LAB. ALL REPORTS FOR SAMPLING OF STREET EX. BUILDING 11 34471 GOLDEN LANTERN ops GLOBAL POSITIONING STA STATION
SHALL MADE TO THE COUNTY INSPECTOR AND ONLY AFTER GRADE RELEASE AND PRIOR TO ANY UTILITY PLACEMENT WITH IN DEMOLITION ONLY SYSTEM ST STANDARD 18. CONTRACTOR SHALL MAINTAIN /PROVIDE ON—SITE DRAINAGE AND STORM WATER CONVEYANCE SYSTEM TO ACCOMMODATE PASSAGE OF
THE STREET TEMPLATE. REQUESTS FOR SAMPLING CAN BE MADE THROUGH OC PUBLIC WORKS INSPECTION. EX. BUILDING 12 gﬁg; ggtggm amggm & HOR HORIZONTAL SW SIDEWALK OFF—SITE STORM WATER RUNOFF THROUGH THE DEMOLITION LIMITS TO AN EXISTING STORM DRAIN SYSTEM.
ID INSIDE DIAMETER TC TOP OF CURB ,
NOTICE TO CONTRACTOR NV INVERT 10 T0P OF GRATE 19. NO DEMOLITION WORK SHALL COMMENCE PRIOR TO INSTALLATION OF THE PROJECT'S STORM WATER POLLUTION PREVENTION PROGRAM
EX. BSB #1 34571 GOLDEN LANTERN MAX MAXIMUM TOR TOP OF RISER (SWPPP) BEST MANAGEMENT PRACTICES (BMP's).
MINIMUM TOW TOP OF WALL
THE EXISTENCE AND LOCATIONS OF ANY UNDERGROUND UTILITIES, PIPES AND/OR STRUCTURES ETC. SHOWN ON THESE PLANS EX. BSB #2 34551 GOLDEN LANTERN MIN 20. ALL EXISTING UTILITIES TO BE CAPPED.
WERE OBTAINED BY A SEARCH OF AVAILABLE PUBLIC RECORDS. THOSE SHOWN ON THE RECORDS EXAMINED, ARE INDICATED WITH CONTRACTOR GRADING NOTE M'LSL%V mlESACNELtS\I;IvEgULSow WATER BEF;\ BLFSEQEROUND
THEIR APPROXIMATE LOCATION AND EXTENT. TO THE BEST OF OUR KNOWLEDGE, THERE ARE NO EXISTING UTILITIES EXCEPT AS UTILITY COMPANY/AGENCY INDEX VON MONUMENT SERVICE ALERT
SHOWN ON THESE PLANS. THE CONTRACTOR SHALL ASCERTAIN THE TRUE VERTICAL AND HORIZONTAL LOCATION AND SIZE OF ANY &%%FE)?SJOF;USTH%LT SLllJMBlhTMEB PT%ANIEREC\)/II?DISEFFSIETEAI\[INSOT:I(?'SAS%TSFH%EESCS)UMFQTEEBAL N NORTH VAR VARIES
UNDERGROUND UTILITIES TO BE USED AND SHALL BE RESPONSIBLE FOR DAMAGE TO ANY PUBLIC OR PRIVATE UTILITIES, SHOWN : : -
OR NOT SHOWN HEREON. DOCUMENTING NECESSARY CLEARANCES FOR DISPOSAL SITE. UTILITY/AGENCY CONTACT NAME PHONE_NUMBER NAVD NORTH AMERICAN VERTICAL VERT VERTICAL CONDITIONS OF APPROVAL PER CDP 13-0018(l)
SDG&E JIM HINTON (949) 361-8004 DATUM yEJSEC ggggg gg@%‘gg REF. DOCUMENT
THE CONTRACTOR AGREES THAT HE SHALL ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE SEMPRA UTILITIES MYRON DIEKMANN (949) 448—8514 NO. REFERENCE
COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY. THAT THIS REQUIREMENT BENCH MARK:
SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS; AND THAT THE CONTRACTOR SHALL DEFEND, . AT&T TELEPHONE BOB FLEISHER (714) 618-9129 332 MM 4.6—9 SHOULD ASBESTOS BE DETERMINED TO BE PRESENT WITHIN THE EXISTING STRUCTURES REMOVAL SHALL BE DONE BY A LICENSED
INDEMNIFY AND HOLD THE OWNER, THE ENGINEER, AND THE CITY OF TUSTIN HARMLESS FROM ANY AND ALL LIABILITY, REAL OR COX_ COMMUNICATION DEBBIE BORROEL (949) 279-8574 SHEET INDEX REMOVAL CONTRACTOR IN COMPLIANCE WITH SCAQMD RULE 1403, ASBESTOS EMISSIONS FROM DEMOLITION /RENOVATION ACTIVITIES
ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR LIABILITY ARISING FROM SOLE DESIGNATION: 3RR—2-82 DURING THE DEMOLITION PROCESS AND ALL APPLICABLE STATE AND FEDERAL REQUIREMENTS.
NEGLIGENCE OF OWNER, ENGINEER, OR THE CITY OF TUSTIN. 0CS INDEX MAP: 02006 SOUTH COAST WATER DISTRICT (949) 499-4555 SHEET NO. SHEET TITLE
: - _ 397 MM 4.8-8 ALL STAINED CONCRETE/ASPHALT SHOULD BE REMOVED AND DISPOSED OF TO AN APPROPRIATE PERMITTED FACILITY. ONCE
THE CONTRACTOR AND ALL ITS SUBCONTRACTORS PERFORMING WORK SHOWN ON OR RELATED TO THESE PLANS SHALL CONDUCT PAGE /GRID: 971 /H-7 CITY_ OF DANA POINT PUBLIC WORKS MAINTENANCE (949) 248-3590 1 TITLE SHEET REMOVED, EXPOSED SOILS SHOULD BE VISUALLY OBSERVED TO CONFIRM THE PRESENCE/ABSENCE OF STAINING (AN INDICATION OF
THEIR OPERATIONS SO THAT ALL EMPLOYEES ARE PROVIDED A SAFE PLACE TO WORK AND THE PUBLIC IS PROTECTED. THE CITY/LOCATION: DANA POINT CITY OF DANA POINT PUBLIC BUILDING INSPECTIONS (949) 248-3590 2 DEMOLITION PLAN CONTAMINATION MIGRATION INTO THE SUBSURFACE). IF OBSERVED, STAINED SOILS SHOULD BE TESTED TO IDENTIFY APPROPRIATE
CONTRACTOR AND ALL SUBCONTRACTORS SHALL COMPLY WITH THE "OCCUPATIONAL SAFETY AND HEALTH REGULATIONS” OF THE REMEDIAL ACTIVITIES (IF NECESSARY).
U.S. DEPARTMENT OF LABOR, AND THE STATE OF CALIFORNIA DEPARTMENT OF INDUSTRIAL RELATIONS’ "CONSTRUCTION SAFETY LINE #/SSN: 376,/0040 3 DEMOLITION PLAN
ORDERS”. ESTABLISHED BY: OCS 1982 y PROJECT DIRECTORY 4 EROSION CONTROL PLAN 402 MM 4.8-13 PRIOR TO DEMOLITION ACTIVITIES AN ASBESTOS SURVEY SHALL BE REQUIRED TO DETERMINE THE PRESENCE OR ABSENCE OF
MONUMENT TYPE: ORANGE COUNTY SURVEYOR'S 3 3/4” ALUMINUM DISK ASBESTOS. THE RESULTS OF THE SURVEY SHALL BE SUBMITTED TO THE DIRECTOR, OC DANA POINT HARBOR.
THE CONTRACTOR IS REQUIRED TO TAKE DUE PRECAUTIONARY MEASURES TO PROTECT THE UTILITES OR STRUCTURES SHOWN AND 8%‘,5% OF ORANGE %%| MTES. NG 5 EROSION CONTROL PLAN
ANY OTHER UTILITIES OR STRUCTURES FOUND AT THE SITE. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO NOTIFY THE NAVDD88(FT): 16.260 NGVD29(FT): 13.961 YEAR LEVELED: 1997 CEO REAL ESTATE DIVISION 701 N. PARKCENTER DRIVE 6 EROSION CONTROL DETAILS 403 MM 4.8-14 ASBESTOS REMOVAL SHALL BE PERFORMED BY A STATE-CERTIFIED ASBESTOS CONTAINMENT CONTRACTOR IN ACCORDANCE WITH
ENGINEER AND OWNERS OF ANY DISCOVERED UNMAPPED UTILITES OR STRUCTURES CONCERNED BEFORE STARTING WORK. THE 333 W SANTA ANA BOULEVARD SANTA ANA. CA 92705 SCAQMD RULE 1403 AND MONITORED BY THE COUNTY OF ORANGE RDMD. RULE 1403 REGULATIONS REQUIRE THE FOLLOWING
CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS AND SHALL REPORT ALL DISCREPANCIES TO THE ENGINEER PRIOR DESCRIPTION: SANTA ANA. CA 92701 PHONE: 714.560.8200 MEASURES:
TO THE COMMENCEMENT OF WORK. DESCRIPTION BY OCS 2003 — FOUND 3 3/4” ALUMINUM BENCHMARK DISK PHONE:  714.834.3245 CITY OF DANA POINT « A SURVEY OF THE FACILITY SHALL BE CONDUCTED PRIOR TO ISSUANCE OF A PERMIT BY SCAQMD;
"IRR—9—8)" C eI . SCAQMD SHALL BE NOTIFIED PRIOR TO CONSTRUCTION ACTIVITY:
STAMPED "3RR—2-82" SET IN THE SOUTHEAST CORNER OF A 4.0 FT. X 4.5 FT. GEOTECHNICAL ENGINEER:
NOTE: CONCRETE CATCH BASIN. MONUMENT IS LOCATED APPROXIMATELY 0.5 MILES DEVELOPER: GMU GEOTECHNICAL, INC. PLANNING DIVISION ﬁgmg g:ﬁ& BE EEX‘%}E%N'NL EAACKCOECD;Q?Cgor\\’lV'TTA"l'NEEESgE'BVEFEAFfEl%%EDgEES:
ALL SIGNS REQUIRE SEPARATE PERMIT AND PLAN CHECK APPLICATION. WESTERLY ALONG DANA POINT HARBOR DRIVE FROM IT'S INTERSECTION WITH DEL DANA POINT HARBOR PARTNERS, LLC 23241 ARROYO VISTA ; ; - ;
PRADO STREET, WERE TWO CONCRETE CATCH BASINS FALL RADIAL ACROSS SAID 1100 NEWPORT CENTER DRIVE, SUITE 200 RANCHO SANTA MARGARITA, CA 92688 This plan has been reviewed for ZONING ORLY and meets ACMS SRALL BE PROPERLY DISPOSED OF.
TRENCHING NOTE DRIVE, 35.8 FT. SOUTHERLY OF THE CENTERLINE OF DANA POINT HARBOR DRIVE NEWPORT BEACH, CA 92660 PHONE: 949.888.6513 the requirements of Title 9 of the Dana Point Municipal Code.
112.2’FT. SOUTHWESTERLY OF STREET LIGHT POLE #225684GM20, 40.8 FT. ' PHONE: 949.760.9150 APPROVED KBN 404 MM 4.8—15 |F DURING DEMOLITION OF THE STRUCTURES, PAINT IS SEPARATED FROM THE BUILDING MATERIAL (E.G., CHEMICALLY OR
SOUTHEASTERLY OF STREET LIGHT POLE #225685GM20, 40.6 FT. WESTERLY OF A , PHYSICALLY), THE PAINT WASTE SHOULD BE EVALUATED INDEPENDENTLY FROM THE BUILDING MATERIAL TO DETERMINE ITS PROPER
THERE SHALL BE NO TRENCHES OR EXCAVATIONS 5 FEET OR MORE IN DEPTH INTO WHICH A PERSON IS REQUIRED TO DESCEND, "NO STOPPING AT ANY TIME” SIGN. MONUMENT IS SET LEVEL WITH THE SIDEWALK. DEVELOPER'S REPRESENTATIVE: MANAGEMENT. ACCORDING TO THE DEPARTMENT OF TOXIC SUBSTANCES CONTROL, IF PAINT IS NOT REMOVED FROM THE BUILDING
OR OBTAIN PERMIT FROM STATE OF CALIFORNIA, DIVISION OF OCCUPATIONAL SAFETY AND HEALTH (CAL/OSHA). THIS PERMIT AND 1B1UO%NI;\llAEhV/\ll;g)Vlé'FDCEPNRT%EE%EFVSE SUITE 200 DATE 12/12/25 MATERIAL DURING DEMOLITION (AND IS NOT CHIPPING OR PEELING), THE MATERIAL COULD BE DISPOSED OF AS CONSTRUCTION
ANY OTHER SAFETY PERMIT SHALL BE OBTAIN PRIOR TO COMMENCE OF ANY WORK. NEWPORT BEACH. CA 92680 DEBRIS (A NON—HAZARDOUS WASTE). IT IS RECOMMENDED THAT THE LANDFILL GRADING AND BUILDING PERMITS OPERATOR BE
PHONE:  946.760.9150 COMMENTS_DEMOLUTION ONLY FOR EXISTING BULDINGS CONTACTED IN ADVANCE TO DETERMINE ANY SPECIFIC REQUIREMENTS THEY MAY HAVE REGARDING THE DISPOSAL OF LEAD-BASED
6-12, THE ADJACENT SURFACE PARKING LOTS ¢ PAINT MATERIALS.
LANDSCAPE AREA AT THE SW CORNER OF HARBOR
: 405 MM 4.8-16 LEAD—BASED PAINT REMOVAL SHALL BE PERFORMED IN ACCORDANCE WITH CALIFORNIA CODE OF REGULATION TITLE 8, SECTION
. ENGINEERS NOTE TO CONTRACTOR: - '
UNDERGROUND SERVICE ALERT | |UNAUTHORIZED CHANGES & USES: ché;/lDfeNg] POINT RARBOR DR (PRG2I-0519) PER 15321, THAT PROVIDES FOR WORKER EXPOSURE LIMITS, EXPOSURE MONITORING AND MANDATES GOOD WORKING PRACTICES.
THE ENGINEER PREPARING THESE PLANS WILL NOT BE RESPONSIBLE FOR, OR LIABLE FOR, UNAUTHORIZED THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITIES, PIPES, AND/OR 3 & REMOVAL OF LEAD—BASED PAINTS FROM BOATS MOORED IN THE WATER THROUGH SANDING OR OTHER MEANS SHALL BE
CHANGES TO OR USES OF THESE PLANS. ALL CHANGES TO THE PLANS MUST BE IN WRITING AND MUST BE STRUCTURES SHOWN ON THESE PLANS WERE OBTAINED BY A SEARCH OF PROHIBITED.
e Ca”: TOLL FREE APPROVED BY THE PREPARER OF THESE PLANS. CONSTRUCTION CONTRACTOR AGREES THAT IN ACCORDANCE EA)\(/Igl'Il:Iﬁl%LEJTITE%(I)EEDEXCgST TII\-|SE EIESJVNOZNOL'JFEIE}éEOl!vll__Eﬁ(S;E’ ;:EREOQ%EA,;EEOR
WITH GENERALLY ACCEPTED CONSTRUCTION PRACTICES, CONSTRUCTION CONTRACTOR WILL BE REQUIRED TO . - _ _
1-800-422-4133 ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB SITE CONDITIONS DURING THE COURSE OF CONSTRUCTION SHALL ASCERTAN THE TRUE VERTICAL AND HORIZONTAL LOCATION OF THOSE 406 MM 4.8-17 ggmgiéﬁg%i Pﬁgg}(() RMING LEAD-BASED PAINT REMOVAL SHALL PROVIDE EVIDENCE OF CERTIFIED TRAINING FOR LEAD-RELATED
OF THE PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY, THAT THIS REQUIREMENT SHALL BE MADE UNDERGROUND UTILITIES TO BE USED AND SHALL BE RESPONSIBLE FOR ANY .
KNOW WHAT'S BELOW. TO APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND CONSTRUCTION CONTRACTOR DAMAGE TO ANY PUBLIC OR PRIVATE UTILITIES, SHOWN OR NOT SHOWN
CALL BEFORE YOU DIG FURTHER AGREES TO DEFEND, INDEMNIFY AND HOLD DESIGN PROFESSIONAL HARMLESS FROM ANY AND ALL HEREON. IF THE CONTRACTOR ENCOUNTERS ANY DISCREPANCIES, CONFLICTS
' LIABILITY, REAL OR ALLEGED, IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING OR AREAS WHICH HE FEELS UNWORKABLE, HE SHALL NOTIFY THE GRADING
TWO WORKING DAYS BEFORE YOU DIG LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF DESIGN PROFESSIONAL. ENGINEER IMMEDIATELY PRIOR TO CONTINUING OR DEVIATING  FROM THIS PLAN. WASTE DISCHARGE IDENTIFICATION NUMBER (WDID): 9 30C389422
7 PREPARED UNDER THE SUPERVISION OF: 701 N. Parkcenter Drive DRAWN BY: DATE
s DANA POINT HARBOR REVITALIZATION ' coMmercial CoRE AR
5 A p: 714/560/8200 f: 714/560/8211 DESIGNED BY: DATE COMMERCIAL CORE AREA
4 TAIT ooisicor mr /22 DANA POINT HARBOR PARTNFRS. || C BUILDINGS 6-12 AND SURFACE
Since 1964 Los Aogeles Socromenfo So_n Francisco Dallas  Phoenix CHECKED BY: DATE )
3 Ontario San Diego  Boise Denver Portland AT ) 11/21/2 f{:\;* PARKING LOT DEMOLITION PLANS
2 s i ROOLSON 5% 5 e cweriien
1 |08/25/20 /1\KEYNOTE 6 ADDED FOR SIGN CALLOUT. 11/21/22  [RECOMMENDED BY: DATE PROPERTIES T FITLTTT T Mg DLLLVV LD o TlTLE SHEET
TAIT 11/21/22 I)h\f hLC)l f\/lJZ,N F i FINAN \L GROUI SHT 1 OF 6
NO. DATE REVISIONS ENGR. APPROV. DATE JACOB VANDERVIS R.C.E. No.46301 EXP. 12/2022 DATE
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Zoning: OCPWSalazarC 12/22/2025

Building&Safety: OCPWAzarvandB 12/22/2025

Permits: DMR21-0105, DMO21-0108, DMO21-0108,
DMO21-0109, DMO21-0110, DMO21-0111,

County of Orange - OC Public Works
OC Development Services
APPROVED

This set.of plans and specifications must be kept on the
job at all imes. It is unlawful fo make any changas or
alterations 1o these plans without writlen pepmission

from O Public Works, OC Development Services

of Orange County. The stamping of these plan
specifications SHALL NOT be held to permit or be an
approval of the violation of any provisions of amy County
Ordinance or State law
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BUILDING OFFICIAL

DEMOLITION KEYNOTES
1

PROTECT—IN—PLACE ITEM PER PLAN.

DEMOLISH AND REMOVE AC PAVEMENT, CURBS, FENCING, GATES, GATE EQUIPMENT,
SIGNS, LIGHTS, BOLLARDS, TRASH ENCLOSURES AND ANY OTHER ITEMS
ENCOUNTERED.

DEMOLISH AND REMOVE LANDSCAPING, TREES, PLANTERS, TURF, AND IRRIGATION
PER PLAN. CONTRACTOR TO COORDINATE WITH ARBORIST AND CONSTRUCTION
MANAGER PRIOR TO DEMOLITION OF TREES.

DEMOLISH AND REMOVE CONCRETE PAVEMENT, DECORATIVE PAVEMENT, AND WALLS
ENCOUNTERED DURING DEMOLITION WITHIN THE LIMITS OF WORK PER PHASE ON
PLAN.

El

INSTALL SIGN ON BARRICADE "SIDEWALK CLOSED-USE OTHER SIDE OF STREET".
REMOVE CATCH BASIN INLET AND STORM DRAIN PIPE.
DEMOLISH EXISTING BUILDING.

PROTECT UTILITY STRUCTURE (TYPE PER PLAN) OR RELOCATE TEMPORARILY UNTIL
NEW GANGWAYS HAVE BEEN INSTALLED AND COMPLETED. CONTRACTOR TO
COORDINATE WITH CONSTRUCTION MANAGER AND ENGINEER PRIOR TO DEMOLITION.

DEMOLISH PART OF EXISTING BUILDING 5B FOR RENOVATION PER ARCHITECTURAL

PLAN.

DEMOLITION GENERAL NOTES

1. ALL EXISTING ACCESS GATES AND EQUIPMENT WITHIN LIMITS OF DEMOLITION TO BE
REMOVED.

2. ALL EXISTING LIGHTING AND RELATED UNDERGROUND IMPROVEMENTS WITHIN
DEMOLITION LIMITS TO BE REMOVED.

3. CONSTRUCTION DEMOLITION WORK SHALL NOT INTERFERE WITH ACCESS TO OR
UTILITY SERVICES FOR EXISTING TENANTS. CONTRACTOR SHALL IMPLEMENT
NECESSARY MEASURES TO ENSURE COMPLIANT WITH THIS REQUIREMENT DURING
DEMOLITION AND ROUGH GRADING ACTIVITIES.

CONSTRUCTION PHASING PER CMPP

PHASE 3 — DEMOLISH EXISTING BUILDINGS 8, 9, 10, AND PARTIAL DEMOLITION OF
BUILDING 5B, INCLUDING DEMOLITION OF SITE IMPROVEMENTS.

PHASE 4A — DEMOLISH EXISTING BSB #1 & #2 AND EXISTING BUILDINGS 6 & 7. BEGIN
SITE IMPROVEMENTS FOR BUILDINGS 6-12 AND COMPLETE GOLDEN LANTERN AND
PARKING STRUCTURE.

PHASE 4B — CONTINUE BUILDINGS 6-12.

PHASE 5 — DANA WHARF BUILDING 1 DEMOLITION AND PARTIAL DEMOLITION OF
BUILDINGS 2, 3, 4, AND 5A FOR REMODELING PER SEPARATE PLAN AND PERMIT.

PHASE 6 — DEMOLISH EXISTING BUILDINGS 11 & 12 WITH IT'S ADJACENT 351 SF
STRUCTURE. DEMOLISH EXISTING SURFACE PARKING LOT la AND COMPLETE MAIN SURFACE
PARKING LOT.

LEGEND

I I IS S . LIMITS OF WORK PHASE 3
LIMITS OF WORK PHASE 4A
LIMITS OF WORK PHASE 4B
LIMITS OF WORK PHASE 6

PROPERTY LINE

I, I //

- CENTERLINE
WALL
LANDSCAPE SETBACK

CITY OF DANA POINT
PLANNING DIVISION

This plan has been reviewed for ZONING ONLY and meets
the requirements of Title 9 of the Dana Point Municipal Code.

APPROVED_ KBN
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7 PREPARED UNDER THE SUPERVISION OF: Zg]ﬂ Th(;. E\nok, CAT92 7% ; DRA‘;’:”BY 11/21 /23 DANA POINT HARBOR
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4 Eat. S ——— L /22 DANA POINT HARBOR PARINERS, LLC BUILDINGS 6-12 AND SURFACE
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Building&Safety: OCPWAzarvandB 12/22/2025

Permits: DMR21-0105, DMO21-0108, DMO21-0108,
DMO21-0109, DMO21-0110, DMO21-0111,
DM021 -0112, DMO21-0113, DMO21-0114,

County of Orange - OC Public Works
OC Development Services
APPROVED

This set.of plans and specifications must be kept on the
job at all times. |t is unlawful to make any changes or
alterations 1o these plans without writlen pepmission
from O Public Works, OC Development Services

of Orange County. The stamping of these plan
specifications SHALL NOT be held to permit or be an
approval of the violation of any provisions of amy County
Ordinance or State law

Hadi Tabatabaee
BUILDING OFFICIAL

DEMOLITION KEYNOTES

. PROTECT—IN—PLACE ITEM PER PLAN.

. DEMOLISH AND REMOVE AC PAVEMENT, CURBS, FENCING, GATES, GATE EQUIPMENT,

SIGNS, LIGHTS, BOLLARDS, TRASH ENCLOSURES AND ANY OTHER ITEMS

ENCOUNTERED.

. DEMOLISH AND REMOVE LANDSCAPING, TREES, PLANTERS, TURF, AND IRRIGATION
PER PLAN. CONTRACTOR TO COORDINATE WITH ARBORIST AND CONSTRUCTION

MANAGER PRIOR TO DEMOLITION OF TREES.

. DEMOLISH AND REMOVE CONCRETE PAVEMENT, DECORATIVE PAVEMENT, AND WALLS
ENCOUNTERED DURING DEMOLITION WITHIN THE LIMITS OF WORK PER PHASE ON

PLAN.

INSTALL SIGN ON BARRICADE "SIDEWALK CLOSED-USE OTHER SIDE OF STREET".

IE' REMOVE CATCH BASIN INLET AND STORM DRAIN PIPE.
DEMOLISH EXISTING BUILDING.

PROTECT UTILITY STRUCTURE (TYPE PER PLAN) OR RELOCATE TEMPORARILY UNTIL
NEW GANGWAYS HAVE BEEN INSTALLED AND COMPLETED. CONTRACTOR TO
COORDINATE WITH CONSTRUCTION MANAGER AND ENGINEER PRIOR TO DEMOLITION.

@ DEMOLISH PART OF EXISTING BUILDING 5B FOR RENOVATION PER ARCHITECTURAL

PLAN.

DEMOLITION GENERAL NOTES

1. ALL EXISTING ACCESS GATES AND EQUIPMENT WITHIN LIMITS OF DEMOLITION TO BE

REMOVED.

2. ALL EXISTING LIGHTING AND RELATED UNDERGROUND IMPROVEMENTS WITHIN

DEMOLITION LIMITS TO BE REMOVED.

3. CONSTRUCTION DEMOLITION WORK SHALL NOT INTERFERE WITH ACCESS TO OR

\ /—PHASE 4A UTILITY SERVICES FOR EXISTING TENANTS. CONTRACTOR SHALL IMPLEMENT
________________ / 1 NECESSARY MEASURES TO ENSURE COMPLIANT WITH THIS REQUIREMENT DURING
‘ ! o K DEMOLITION AND ROUGH GRADING ACTIVITIES.
//—//—//—ﬁﬂ—// 7 — (| — | W/ . //A—/A/*//—//—//—h_//?//—//—//—//—//—//—//q\\ fi“ N
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l z N 4 P | | o] || o ' o) 1 PHASE 3 — DEMOLISH EXISTING BUILDINGS 8, 9, 10, AND PARTIAL DEMOLITION OF
g CURB & 1 | |: I | — | I .—:_l:| % BUILDING 5B, INCLUDING DEMOLITION OF SITE IMPROVEMENTS.
- o N > GUTTER. ,//”// N
£ N ’ r KX < L | | | | I | = cn 1 PHASE 4A — DEMOLISH EXISTING BSB #1 & #2 AND EXISTING BUILDINGS 6 & 7. BEGIN
z = — 4 | =d— i " SITE IMPROVEMENTS FOR BUILDINGS 6-12 AND COMPLETE GOLDEN LANTERN AND
¥ : ] I | | Hje " PARKING STRUCTURE.
\ . Ky 1 #
X jﬂ = T o3 < > g I | | I q T * PHASE 4B — CONTINUE BUILDINGS 6-12.
‘/ ﬁ | | | ! iR | “ 9 ﬁ 1 PHASE 5 — DANA WHARF BUILDING 1 DEMOLITION AND PARTIAL DEMOLITION OF
BUILDINGS 2, 3, 4, AND 5A FOR REMODELING PER SEPARATE PLAN AND PERMIT.
PHASE 6 — DEMOLISH EXISTING BUILDINGS 11 & 12 WITH IT'S ADJACENT 351 SF
STRUCTURE. DEMOLISH EXISTING SURFACE PARKING LOT la AND COMPLETE MAIN SURFACE
PARKING LOT.
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STORMWATER BEST MANAGEMENT PRACTICE CASQA CONSTRUCTION HANDBOOK:

EQUIPMENT TRACKING CONTROL

TEMPORARY SEDIMENT CONTROL

EROSION CONTROL

NON STRUCTURAL

STAGING AREA:

SUGGESTED SOLID WASTE MANAGEMENT LOCATION;

SC13 BMP’s FOR USE OF TREATED WOOD IN OVERWATER AND IN-WATER STRUCTURES

Zoning: OCPWSalazarC 12/22/2025

Building&Safety: OCPWAzarvandB 12/22/2025

Permits: DMR21-0105, DMO21-0108, DMO21-0108,

DMO21-0109, DMO21-0110, DMO21-0111,
DM021 -0112, DMO21-0113, DMO21-0114,

Best Management Practices for Use of Treated Wood in Overwater and In-Water Structures. The projectdoes | 222270 <

not anticipate the use of any treated wood in overwater and in-water structures. However, if any treated wood County of Orange - OC Public Works
is incorporated into any of the overwater or in-water structures, then the applicant shall comply with the OC Development Services

following requirements:

A. Employ all appropriate construction-phase BMPs to minimize the discharge of treated wood sawdust and
debris to coastal waters. Construction-phase BMPs shall specifically address the use of treated wood in aquatic
environments, including materials selection, materials storage, cutting or drilling treated wood, preservative

field-treatment, and coating application. BMPs shall include, but are not limited to:

i. Keep treated wood sawdust and debris out of the water. Because of their large surface to volume Hadi Tabatabaee
area, small treated wood particles (such as sawdust) entering the water contribute a disproportionately BUILDING QFFICIAL

large amount to the leaching of preservatives from the structure.

ii. Apply field-treatment of Copper Naphthenate preservative sparingly to cut ends and drilled holes in
treated wood, because it does not bond as strongly to wood compared to pressure-treatments. Also

avoid drips or spills of Copper Naphthenate into the water.

iii. Treated wood and treated wood debris shall be stored a minimum of 50 feet from coastal waters,
drainage courses, and storm drain inlets. The treated wood and treated wood debris shall be stored on

impervious pavement or an impervious tarp, and covered during rain events.

iv. If treated wood is sanded or sawcut during demolition, installation, or maintenance, all sawdust and

debris generated shall be contained and removed.

B. Employ all appropriate post-construction BMPs addressing long-term use, repair, monitoring, and
maintenance of the structure. Post-construction BMPs shall specifically address the use of treated wood in

aquatic environments. BMPs shall include, but are not limited to:

i. Install design features (such as bumpers or a protective wearing surface) to protect treated wood
components, where appropriate, to minimize the release of treated wood particles through abrasion by

vessels or vehicle traffic.

ii. Avoid sanding, scraping, or pressure-washing treated wood decking, to the extent feasible, as this may
increase the leaching of wood preservatives and the discharge of treated wood particles into the water.

iii. Deck cleaners and brighteners, especially those containing acid-based or highly oxidizing chemicals
(such as bleach, sodium hydroxide, sodium percarbonate, oxalic acid, and citric acid) should not be used
on treated wood, as they may increase the leaching of wood preservatives, and contain ingredients that

may directly harm aquatic life.

iv. Consider applying a coating (such as a semitransparent penetrating stain or a durable epoxy sealer) to
treated wood decking used in overwater structures, to reduce leaching and surface dislodgment of the
preservative chemicals. Maintenance and reapplication of the coating shall follow BMPs to minimize the
release of treated wood particles and leaching of preservatives into coastal waters.
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EROSION CONTROL NOTES

—_

10.

n.

IN CASE OF EMERGENCY, CALL DAVID STELTER AT 949-795-8626.

A STAND-BY CREW FOR EMERGENCY WORK SHALL BE AVAILABLE AT ALL TIMES DURING
THE RAINY SEASON (SEPTEMBER 30 TO APRIL 15). NECESSARY MATERIALS SHALL BE
AVAILABLE ON-SITE AND STOCKPILED AT CONVENIENT LOCATIONS TO FACILITATE RAPID
CONSTRUCTION OF EMERGENCY DEVICES WHEN RAIN IS IMMINENT.

EROSION CONTROL DEVICES SHOWN ON THIS PLAN MAY BE REMOVED WHEN APPROVED
BY THE GRADING INSPECTOR IF THE GRADING OPERATIONS HAS PROGRESSED TO THE
POINT WHERE THEY ARE NO LONGER REQUIRED.

GRADED AREAS ADJACENT TO FILL SLOPES LOCATED AT THE SITE PERIMETER MUST
DRAIN AWAY FROM THE TOP SLOPE AT THE CONCLUSION OF EACH WORKING DAY.

ALL SILT AND DEBRIS SHALL BE REMOVED FROM ALL DEVICES WITHIN 24 HOURS AFTER
EACH RAINSTORM.

A GUARD SHALL BE POSTED ON THE SITE WHENEVER THE DEPTH OF WATER IN ANY
DEVICE EXCEEDS TWO FEET. THE DEVICE SHALL BE DRAINED OR PUMPED DRY WITHIN 24
HOURS AFTER EACH RAINSTORM.

EXCEPT AS OTHERWISE APPROVED BY THE GRADING INSPECTOR, ALL REMOVABLE
PROTECTIVE DEVICES SHOWN SHALL BE IN PLACE AT THE END OF EACH WORKING DAY
OR ON WEEKENDS WHEN THE 5-DAY RAIN PROBABILITY FORECAST EXCEEDS 407%.

ALL LOOSE SOIL AND DEBRIS WHICH MAY CREATE A POTENTIAL HAZARD TO OFF-SITE
PROPERTY SHALL BE REMOVED FROM THE SITE AS DIRECTED BY THE GRADING
INSPECTOR.

THE PLACEMENT OF ADDITIONAL DEVICES TO REDUCE EROSION DAMAGE WITHIN THE SITE
IS LEFT TO THE DISCRETION OF THE FIELD ENGINEER.

DESILTING BASINS MAY NOT BE REMOVED OF MADE INOPERABLE BETWEEN SEPTEMBER 30
TO APRIL 15, WITHOUT THE APPROVAL OF THE CITY INSPECTOR.

EROSION CONTROL DEVICES WILL BE MODIFIED AS NEEDED AS THE PROJECT PROGRESSES,

AND PLANS OF THESE CHANGES SUBMITTED FOR APPROVAL AS REQUIRED.

CONSTRUCTION PHASING PER CMPP

PHASE 4A — DEMOLISH EXISTING BSB #1 & #2 AND EXISTING BUILDINGS 6 & 7. BEGIN
SITE IMPROVEMENTS FOR BUILDINGS 6—12 AND COMPLETE GOLDEN LANTERN AND
PARKING STRUCTURE.

PHASE 4B — CONTINUE BUILDINGS 6—12. DEMOLISH EXISTING BUILDINGS 8, 9, AND 10
AND ADJACENT GROUND IMPROVEMENTS.

PHASE 5 — DEMOLISH EXISTING BUILDINGS 11 & 12.

PHASE 6 — DEMOLISH EXISTING SURFACE PARKING LOT 1A AND COMPLETE MAIN
SURFACE PARKING LOT.

LEGEND
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= | mmw | mm= | mm ||MITS OF WORK PHASE 4B

- mmw mmw mmw msw mw | |M|TS OF WORK PHASE 5
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— — ———  PROPERTY LINE

— CENTERLINE

SWPPP NOTES

1. CONSTRUCTION SITES SHALL BE MAINTAINED IN SUCH A CONDITION THAT AN
ANTICIPATED STORM DOES NOT CARRY WASTES OR POLLUTANTS OFF THE SITE.

DISCHARGES OF MATERIAL OTHER THAN STORM WATER ARE ALLOWED ONLY WHEN
NECESSARY FOR PRACTICES AND WHERE THEY DO NOT: CAUSE OR CONTRIBUTE
TO A VIOLATION OF ANY WATER QUALITY STANDARD: CAUSE OR THREATEN TO
CAUSE POLLUTION, CONTAMINATION, OR NUISANCE: OR CONTAIN A HAZARDOUS
SUBSTANCE IN A QUANTITY. PARTS 117 & 302.

POTENTIAL POLLUTANTS INCLUDE BUT ARE NOT LIMITED TO: SOLID OR LIQUID
CHEMICAL SPILLS: WASTES FROM PAINTS, STAINS, SEALANTS, GLUES, LIMES,
PESTICIDES, HERBICIDES, WOOD PRESERVATIVES AND SOLVENTS: ASBESTOS,
FIBERS, PAINT FLAKES OR STUCCO FRAGMENTS: FUELS, OILS, LUBRICANTS, AND
HYDRAULIC, RADIATOR OR BATTERY FLUIDS: FERTILIZES, WATER: CONCRETE
DETERGENT OR FLOATABLE WASTES: WASTES FROM ANY ENGINE/EQUIPMENT
STEAM CLEANING OR CHEMICAL DEGREASING: AND SUPERCHLORINATED POTABLE
WATER LINE FLUSHINGS.

DURING CONSTRUCTION DISPOSAL OF SUCH MATERIALS SHOULD OCCUR IN A
SPECIFIED AND CONTROLLED TEMPORARY AREA ON SITE, PHYSICALLY SEPARATED
FROM POTENTIAL STORM RUN-OFF, WITH ULTIMATE DISPOSAL IN ACCORDANCE
WITH LOCAL, STATE, AND FEDERAL REQUIREMENTS.

2. DEWATERING OF CONTAMINATED GROUNDWATER, OR DISCHARGING CONTAMINATED
SOILS VIA SURFACE EROSION IS PROHIBITED, DEWATERING OF
NON—CONTAMINATED GROUNDWATER REQUIRES A NATIONAL POLLUTANT
DISCHARGE ELIMINATION SYSTEM PERMIT FROM THE RESPECTIVE STATE REGIONAL
WATER QUALITY CONTROL BOARD.

3. CONTRACTOR TO MAINTAIN ON SITE AT ALL TIMES MATERIALS TO DEAL WITH
POTENTIAL SPILLS INCLUDING OIL ABSORBENT ROLLS AND KITTY LITTER.

EROSION CONTROL CONSTRUCTION NOTES

@ INSTALL CONSTRUCTION ENTRANCE PER DETAIL ON SHEET 42

@ INSTALL DOUBLE GRAVEL BAG PROTECTION PER DETAIL ON SHEET 42
@ INSTALL INLET PROTECTION PER DETAIL ON SHEET 42
@ INSTALL TEMPORARY RESTROOMS

@ INSTALL 6" HIGH CONSTRUCTION FENCE WITH GREEN SCREEN AND GATES
@ INSTALL CHECK DAM PER DETAIL ON SHEET 42

CONCRETE WASHOUT PER DETAIL ON SHEET 42. WASHOUT TO BE LOCATED AWAY
FROM CONCENTRATED FLOW.

CONSTRUCT TEMPORARY DESILTING BASIN PER COUNTY OF ORANGE PUBLIC WORK

STD. PLAN NO. 1327 (W/O RISER INLET PIPE). SEE ALSO GENERAL DE-SILTING
BASIN DETAIL 8 ON SHEET 42. DESILTING BASIN SIZING CALCULATIONS PER PHASE

SHOWN ON SHEET 42. (SEE GENERAL NOTE 3 REGARDING DISCHARGE HEREON AND
SUGGESTED DISCHARGE LOCATION DENOTED ON PLAN PER BASIN)

EROSION CONTROL GENERAL NOTES

1. CONTRACTOR MAY ELECT TO USE FIBER ROLL IN LIEU OF GRAVEL BAGS.
2. CONTRACTOR SHALL INSTALL GRAVEL BAGS, SCREEN, AND INLET PROTECTION AT

TC1 — STABILIZED CONSTRUCTION SE1 — SILT FENCE EC1 — SCHEDULING NS1 — WATER CONSERVATION PRACTICES WM—05. (SIZE=STANDARD TRAILER SIZE TRASH X PROPOSED CONSTRUCTION ALL EXISTING DRAINAGE INLETS LOCATED IMMEDIATELY DOWNSTREAM OF
ENTRANCE /EXIT SE2 — SEDIMENT BASIN EC2 — PRESERVATION OF EXISTING VEGETATION Ng% - B%V\\/lﬁ\\lTGERAI\N% %FFZII_:NRI?IR((B)NOSPERATION RECEPTACLE) (CONTRACTOR TO LOCATE AS NECESSARY). FENCE WITH GREEN SCREEN CONSTRUCTION SITE WITHIN THE ADJACENT STREET AND SURFACE PARKING LOTS.
- SE3 — SEDIMENT TRAP EC3 — HYDRAULIC MULCH - " ,

s — BN QUL TRE w58 cet o £C5 = HoROsEcon: 1S4 — THlPORARY STREAV ORGSSHG COo000000000 SR 8is S SONTHACTOR 3L U FLTERED o WATE: frou E4cH Proros

WIND EROSION CONTROL SE6 — GRAVEL BAG BERM EC6 — STRAW MULCH NS6 — ILLICIT CONNECTION— ILLEGAL DISCHARGE DETECTION : EACH STORM EVENT AND DISCHARGE THE FILTERED CLEAN WATER” INTO AN

WET = WIND EROSION CONTROL SE7 — STREET SWEEPING AND VACUUMING EC7 — GEOTEXTILE AND MATS NS7 — POTABLE WATER IRRIGATION DISCHARGE DETECTION CONSTRUCTION ENTRANCE EXISTING STORM DRAIN SYSTEM. DESILTING BASIN SHALL BE PUMPED DRY WITHIN

SE8 — SANDBAG BARRIER EC8 — WOOD MULCHING Ngg - xgmgtg mg ESHIEMEM %EGNN'QG SWPPP_SAMPLING LOCATIONS: 48 HOURS AFTER A STORM EVENT.

WASTE MANAGEMENT & MATERIAL SE9 — STRAW BALE BARRIER EC9 — EARTH DIKES AND DRAINAGE SWALES -

BOLLUTION CONTROL SE10 — STORM DRAIN INLET PROTECTION EC10 — VELOCITY DISSIPATION DEVICES NS0 — VEHICLE AND EQUIPMENT MAINTENANCE NON—VISIBLE POLLUTANT SAMPLE—CONTRACTORS YARD b L B REGUIRED PER CA BMP Ee—i HDROSEEOING. T DED PERIOD OF

WMT — MATERIAL DELIVERY AND STORAGE SE11 — ACTIVE TREATMENT SYSTEMS EC11 — SLOPE DRAIN NS11 — PILE DRIVING OPERATIONS '

WM2 — MATERIAL USE SE12 — TEMPORARY SILT DIKE EC12 — STREAMBANK STABILIZATION NS12 — CONCRETE CURING (NP=#) | DESCRIPTION

WM3 — STOCKPILE MANAGEMENT SE13 — COMPOST SOCKS AND BERMS EC14 — COMPOST BLANKET NS13 — CONCRETE FINISHING DE-SILTING BASIN SEE

WM4 — SPILL PREVENTION AND CONTROL SE14 — BILFILTER BAGS EC15 — SOIL PREPARATION ROUGHENING NS14 — MATERIAL OVER WATER NP—1 CONTRACTORS YARD 3:1 CONSTRUCTION NOTE NO. 8

WM5 — SOLID WASTE MANAGEMENT EC16 — NON—VEGETATIVE STABILIZATION NS15 — DEMOLITION ADJACENT TO WATER

WM6 — HAZARDOUS WASTE MANAGEMENT NS16 — TEMPORARY BATCH PLANTS Sa) | EASTERLY SIDE OF SITE

WM7 — CONTAMINATED SOIL MANAGEMENT

WM8 — CONCRETE WASTE MANAGEMENT

WMO — SANITARY / SEPTIC WASTE MANAGEMENT DL-5 PROPOSED INLET WESTERLY SIDE OF SITE 0 0 45 60

WO = LIAUID WASTE MANAGEMENT ™ ™ PERMIT No. GRD21-0090

) WASTE DISCHARGE IDENTIFICATION NUMBER (WDID): 9 30C389422
7 PREPARED UNDER THE SUPERVISION OF: 701 N. Parkcenter Drive DRAWN BY: DATE
: — DANA P Ol N | | |ARBOR REV' | ALlZA | |ON MMERCIAL CORE AR
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SC13 BMP’s FOR USE OF TREATED WOOD IN OVERWATER AND IN-WATER STRUCTURES

Zoning:/OCPWSalazarC 12/22/2025

Building&Safety: OCPWAzarvandB 12/22/2025

Permits: DMR21-0105, DMO21-0108, DMO21-0108,
DMO21-0109, DMO21-0110, DMO21-0111,

Best Management Practices for Use of Treated Wood in Overwater and In-Water Structures. The project does
not anticipate the use of any treated wood in overwater and in-water structures. However, if any treated wood
is incorporated into any of the overwater or in-water structures, then the applicant shall comply with the

following requirements:

A. Employ all appropriate construction-phase BMPs to minimize the discharge of treated wood sawdust and
debris to coastal waters. Construction-phase BMPs shall specifically address the use of treated wood in aquatic
environments, including materials selection, materials storage, cutting or drilling treated wood, preservative
field-treatment, and coating application. BMPs shall include, but are not limited to:

i. Keep treated wood sawdust and debris out of the water. Because of their large surface to volume
area, small treated wood particles (such as sawdust) entering the water contribute a disproportionately

large amount to the leaching of preservatives from the structure.

ii. Apply field-treatment of Copper Naphthenate preservative sparingly to cut ends and drilled holes in
treated wood, because it does not bond as strongly to wood compared to pressure-treatments. Also

avoid drips or spills of Copper Naphthenate into the water.

iii. Treated wood and treated wood debris shall be stored a minimum of 50 feet from coastal waters,
drainage courses, and storm drain inlets. The treated wood and treated wood debris shall be stored on
impervious pavement or an impervious tarp, and covered during rain events.

iv. If treated wood is sanded or sawcut during demolition, installation, or maintenance, all sawdust and

debris generated shall be contained and removed.

B. Employ all appropriate post-construction BMPs addressing long-term use, repair, monitoring, and
maintenance of the structure. Post-construction BMPs shall specifically address the use of treated wood in

aquatic environments. BMPs shall include, but are not limited to:

i. Install design features (such as bumpers or a protective wearing surface) to protect treated wood
components, where appropriate, to minimize the release of treated wood particles through abrasion by

vessels or vehicle traffic.

ii. Avoid sanding, scraping, or pressure-washing treated wood decking, to the extent feasible, as this may
increase the leaching of wood preservatives and the discharge of treated wood particles into the water.

iii. Deck cleaners and brighteners, especially those containing acid-based or highly oxidizing chemicals
(such as bleach, sodium hydroxide, sodium percarbonate, oxalic acid, and citric acid) should not be used
on treated wood, as they may increase the leaching of wood preservatives, and contain ingredients that

may directly harm aquatic life.

iv. Consider applying a coating (such as a semitransparent penetrating stain or a durable epoxy sealer) to
treated wood decking used in overwater structures, to reduce leaching and surface dislodgment of the
preservative chemicals. Maintenance and reapplication of the coating shall follow BMPs to minimize the
release of treated wood particles and leaching of preservatives into coastal waters.

DMO21-0112, DMO21-0113, DMO21-0114,

County of Orange - OC Public Works
OC Development Services
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WM — MATERIAL DELIVERY AND STORAGE SE11 — ACTIVE TREATMENT SYSTEMS EC11 — SLOPE DRAIN NS11 — PILE DRIVING OPERATIONS
WM2 — MATERIAL USE SE12 — TEMPORARY SILT DIKE EC12 — STREAMBANK STABILIZATION NS12 — CONCRETE CURING 5—2) | SOUTHERN CENTER OF THE SITE
WM3 — STOCKPILE MANAGEMENT SE13 — COMPOST SOCKS AND BERMS EC14 — COMPOST BLANKET Ng]i - EA%(E?SFATLE OF\llr\l-%lRSHvl\I,\i\%ER
_ SE14 — BILFILTER BAGS EC15 — SOIL PREPARATION ROUGHENING -
WM6 — HAZARDOUS WASTE MANAGEMENT NST6 — TEMPORARY BATCH PLANTS
WM7 — CONTAMINATED SOIL MANAGEMENT ( IN FEET)
WM8 — CONCRETE WASTE MANAGEMENT N _
WM9 — SANITARY / SEPTIC WASTE MANAGEMENT [ oR =0 PR PERMIT No. GRD21-0090
WMTQ — LIQUID WASTE MANAGEMENT WASTE DISCHARGE IDENTIFICATION NUMBER (WDID): 9 30C389422
7 PREPARED UNDER THE SUPERVISION OF: 701 N. Parkcenter Drive DRAWN BY: DATE
6 DANA POINT HARBOR REVITALIZATION MMERCIAL CORE AR
5 A p: 714/5.60/8200 f:714/560/8211 DESIGNED BY: DATE COMMERCIAL CORE AREA
; TAIT o v DANA POINT HARBOR PARTNERS, LLC BUILDINGS 6-12 AND SURFACE
Since 1964 Los Angeles Sacramento San Francisco Dallas  Phoenix X DATE )
3 Ontario San Diego  Boise Denver Portland CHECKED BY: / / ?m\ PARKING LOT DEMOLITION PLANS
TAIT 11/21/22 O
: By ceenyavivaro. RDLOLSON 5 peiiweTHER
1 /2122 . PROPERTIES mMepmOLOGN ottt BELLWETHER EROSION CONTROL PLAN
NO. DATE REVISIONS ENGR. APPROV. DATE JACOB VANDERVIS R.C.E. No.46301 EXP. 12/2022 DATE TAIT 11/21/22 e SHT 5 OoF 6
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PH4A - DESILTING BASIN SIZING CALCULATIONS
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From the California Stormwater BMP Handbook, “Design sediment Basin(s) using the standard equation”:

12/22/2025

panels “rumble plates” Building&Safety: OCPWAzarvandB 1212212025
|‘—’| 2 As=1.2Q/V
$ — s s
= A, =Minimum surface area for trapping soil particles —square feet (sf) Permits: DMR21-0105, DM021-0108, DM0O21-0108,
SO Y Y QQOOO QQOOOQ o , LtaRn - 100 TP DMO021-0109, DMO21-0110, DMO21-0111,
Original grade | | Ry . % : V, =Settling velocity of the design particle size chosen (V= 0.00028 ft/s for a design) DMO021-0112, DMO21-0113, DMO21-0114,
| . . GRAVEL BAGS (TYP.) - 12 mmx |2 sm——] 7 intstea - cantrarel EIo § pugag g
5 g Filter Fabric i { ‘ Vs Heren e o ‘\ :Q_ e ™ NGTE 1.2|=Factor of safety recommended by USEPA County of Orange - OC Public Works
£ V1 ! | e — = Soliwcy cep'T ol be = tone OC Development Services
iy SECTION A—A 8 GINIMO y oV ELEVATION By Bk ol coemrarec for | 1Q=CxIXA APPROVED
c(m e : e s i ) - Q =Discharge rate measured in cubic feet per second (cfs)
= N.T.S ( i l i ) SECTION PLAN NOTCH DETAIL AECTION C = Runoff Coefficient This s&t of plans and specifications must be kept on the
© —huno oetticien job at all imes. 1t is unlawiul fo make any changes or
TYP. SECTION TYP. ELEVATION | =Peak Rainfall intensity for the 10year, 6 hour rain event (in/hr) aiteratios Iafees plans i inpUbWrHTEI peiervssion
- i - i ~ IC W' OrE il F:I_I“"IE!I‘i[ Sendices
Existing Curb of 2IAKNG AN LASHING DETAN IEMPORARY CELK DAV (TYFE 2) Al=Anea draining ta the sediment basin in acres heciications SHALL NOT b& held 1o permitof be an
Constructlon Fence @ TYPICAL GRAVEL BAG LAYOUT Ep;*c--.-al -:nflhg lgtbl:ljﬁm of any provisions of any County
Lrdinance or sidie aw
I N.T.S. :
Gravel bags or silt .d|ke Project Information BSI"L‘EIL";’EE??;M
g? s)ggfir:;nihrgegpmte EROSION CONTROL GRAVEL BAGS NOTE | = 0.35 in/hr  (NOAA Point Precipitation Frequency Estimates, 10-yr 6-hr)
construction fence. glljQ\L/ELBEA'SELESSIAVIﬂI_THBI%/NLﬁDERg::N V\éoo\gi\l gFIQEO‘lTEZ("TIIﬁEAF%BRFXSEEZt;’E()\g;Xg" L’\,Q%RSBA(\)CI;-‘S e 2.1in (NOAA Point Precipitation Depth Estimates, 10-yr 6-hr)
. . OVERLAPPING BAGS AND'PACK THEM TICHTLY TOGETHER TO MINIMIZE THE SPACE L n NN |:7L 1 C= 0.40 from Caltrans Runoff Coefficient for Undeveloped Areas Watershed Types
Sediment trapping BETWEEN BAGS. LEAVE GAP OF ONE BAG IN THE MIDDLE OF THE TOP ROW TO SERVE AS —,—4&5&;“_" #___
Note: Construct device ** A SPILLWAY. SPILLWAY HEIGHT SHALL BE LOWER THAN THE TOP OF CURB. . - g trove. oo : :
o . Sediment Basin SEC
sediment barrier and L Wt S V. é’ tigca gem
channelize runoff to ) B o —— '“"‘:":q'_?:_}{_-:-F:__:‘E ?,_ e ak A= 5.53 ac
sedmentjet\ll’lc::zpwlg Corrugated steel "fxnx _ ;’H / ' L_'.".. el Q-= CxIxA= 0.774 cfs
> panels "rumble plates” < 4 \ / cmecn Ao As= | 12Q/VS= 3318 sf
e - -
= X" Diteh N e = :-—f;‘
S h<— e % :f':'“‘,..:""f' e ey A, (Required) = 318 sf
& e —3 . T GRAVEL BAGS STACKED 12” MIN ‘»-, = e | s\Req 3318 s
o A e A TWO HIGH TO FORM WEIR (Z—BAGS) M S :;4"""‘5& \\ N _—] A, (Provided) = 3327 sf
% / 4 A 10’ min or as e .:;Fﬁ"—- 8 __._13_* it As (Provided) = 3327 sf > As (Required) = 3318 sf
o 7 required to =0 0 i ap—_— E— ) e ] wred Ditoh weow
2 HHH ‘H T accommodate S=S[ON -3 ? S PH4B - DESILTING BASIN SIZING CALCULATIONS
= =\ 1 anticipated traffic, U ¥
= p—— whichever is greater _ From the California Stormwater BMP Handbook, “Design sediment Basin(s) using the standard equation”:
" 3 ) WRAP GRATE PERSPECTIVE PERSPECTIVE
o 3/4" gravel. WITH FILTER FABRIC TYP. ELEVATION g W S s e SR
15" (min.) 24’ (min.) — e — TIEMPORARY CHECK DAM (TYFE &) As=1.2Q/V
PLAN CHECK DAM oS S
A, =Minimum surface area for trapping soil particles —square feet (sf)
INLET PROTECTION (TYP) N.T.S. V, =Settling velocity of the design particle size chosen (V= 0.00028 ft/s for a design)
( - @ 1.2 =Factor of safety recommended by USEPA
Existing Pavement NT.S
Existing curb of T Q=CxIxA
construction fence. - - -
Q =Discharge rate measured in cubic feet per second (cfs)
C =Runoff Coefficient
PLAN V|EW GRAVEL BAGS PLACED AT | =Peak Ral.nf'all intensity f(?r the 10 y'ea.r, 6 hour rain event (in/hr)
N.T.S MIDPOINT OF LENGTH OF BASIN A =Areadraining to the sediment basin in acres
Nt (1.5 HEIGHTx2—BAG WIDE)
ote:
In lieu of providing a sediment trapping device at the construction entrance $$|§VEL BAG - —~~— §| 97 Project Information
. . . . — Y,
the -controctor shal prow’de .d(.]”y sweeping of f”mb'e platfes and area & \% < . « | = 0.35 in/hr (NOAA Point Precipitation Frequency Estimates, 10-yr 6-hr)
leading to the street (15’ minimum) or a required, and dispose of collected \0¢ i . N :
sediment. Contractor shall also provide street sweeping in accordance with 2.1in (NOAA Point Precipitation Depth Estimates, 10-yr 6-hr)
the storm water pollution prevention plan (SWPPP). FLOW FLOW C= 0.40 from Caltrans Runoff Coefficient for Undeveloped Areas Watershed Types
- —
Sediment Basin SEC
CONSTRUCTION ENTRANCE/EXIT iz 5l As_ oodlac
@ T 1:3 MAX N ENTIRE BASIN LINED A= | CxxA= | 052k
NTS y . _ _
N.T.S. SIDE SLOPES WITH 20MIL VISQUEEN Ag= | 1IOQ/¥S= | Soujst
{ —
, — A. (Required) = 564 sf
, 3 MIN. BENCH A >
10 ON ALL SIDES = \-,_r\ A, (Provided) = 570 sf
LATH AN | MINIMUM /g % As (Provided) = 570 sf > As (Required) = 564 sf
A FLAGGING ON - - NOTE: PH6 - DESILTING BASIN SIZING CALCULATIONS
‘|| ALL SIDES 3 = - 8 < NOTE:
N“ T ~— T Y —WHERE NEEDED BASIN TO BE PUMPED OUT , ‘ e _ - _ o
““‘ —PUMP TO BE CONNECTED TO SKIMMER PER FIGURE From the California Stormwater BMP Handbook, “Design sediment Basin(s) using the standard equation”:
3 ON CASQA BMP FACT SHEET SE-2.
— Asz 12Q/V5
O i A, =Minimum surface area for trapping soil particles —square feet (sf)
IMPERMEABLE VISQUEEN LINER — V, =Settling velocity of the design particle size chosen (V= 0.00028 ft/s for a design)
—GRAVEL E TO(EEPIEEAYLEangJJ—EDsgllllehi;EThlAillr?\l) 1.2 =Factor of safety recommended by USEPA
= BAG TYP. 3’ MIN. BENCH Lfd
R d ! ON ALL SIDES ~|E Q=CxIxA
o = @ = Q =Discharge rate measured in cubic feet per second (cfs)
3 _ A @ GRAVEL BAGS C =Runoff Coefficient
A\ CHECK DAM F\_}‘N : - , - ,
\ /_10 MIL PLASTIC — | =Peak Rainfall intensity for the 10year, 6 hour rain event (in/hr)
14 LINING = 1 1 A =Areadraining to the sediment basin in acres
6” MINIMUM : !
3:1 MAX. SLOPE - -
- /-LATH AND FLAGGING ALL SIDES Project Information
. ON ALL SIDES SECTION A-A | = 0.35 in/hr (NOAA Point Precipitation Frequency Estimates, 10-yr 6-hr)
GRAVEL —1 . NTS 2.1in (NOAA Point Precipitation Depth Estimates, 10-yr 6-hr)
2”—3" STONE BAG TYP. = Z._'l C= 0.40 from Caltrans Runoff Coefficient for Undeveloped Areas Watershed Types
A
" m PLAN VIEW - -
2 I’ NTS Sediment Basin SEC
GEOTEXTILE UNDERLINER W“ \@\& A=  3.98 ac
S NOTE: 3 MIN. BENCH | L g v Q=  CxixA= 0557 cfs
] 1. DETAIL PER CALIFORNIA STORMWATER BEST ON ALL SIDES g@ - y As=  1.2Q/VS= 23859 sf
v MANAGEMENT PRACTICE HANDBOOK. i [ (TYPICAL AROUND PERIMETER) : ' :
SI=
<|” GRAVEL BAGS A (Required) = | 73350 of
: CHECK DAM - 'S
(r,_STABILIZED CONSTRUCTION ENTRANCE DETAIL RECESSED CONCRETE WASHOUT FLow Y 1 fLow T Y R
S
N.T.S. N.T.S. 1 As (Provided) = 2390 sf > As (Required) = 2385.9 sf
PHS5 - DESILTING BASIN SIZING CALCULATIONS
3:1 MAX. SLOPE From the California Stormwater BMP Handbook, “Design sediment Basin(s) using the standard equation”:
SECTION B-B AL sies . s} el d
NTS
Asz 12Q/V5
A. =Minimum surface area for trapping soil particles —square feet (sf)
@ TYPICAL SEDIMENT BASIN DETAILS V. =Settling velocity of the design particle size chosen (V, = 0.00028 ft/s for a design)
NTS 1.2 =Factor of safety recommended by USEPA
Q=CxIxA
Q =Discharge rate measured in cubic feet per second (cfs)
C =Runoff Coefficient
| =Peak Rainfall intensity for the 10year, 6 hour rain event (in/hr)
A =Areadraining to the sediment basin in acres
CITY OF DANA POINT
PLANNING DIVISION Project Information
This plan has been reviewed for ZONING ONLY and meets | = 0.35 ?n/hr (NOAA Po? nt Prec?p?tat?on FrequencY Estimates, 10-yr 6-hr)
the requirements of Title 9 of the Dana Point Municipal Code. 200 |{NOAA Polot Prectpltabion Depth Estimates, 10-yr &-hy)
C= 0.40 from Caltrans Runoff Coefficient for Undeveloped Areas Watershed Types
APPROVED KBN
ol Sediment Basin SEC
DATE 12/1©125 A= 0.64 ac
COMMENTS DEMOLITION ONLY FOR EXISTING BUILLDINGS Q= CxIxA= = 0089 cfs
612, THE ADJACENT SURFACE PARKING LOTS € A= | 120/V5= | 381.06)st
LANDSCAPE AREA AT THE SW CORNER OF HARBOR '
WAY/DANA POINT HARBOR DR. (PKG21-©519) PER A (Required) = 381.06 sf
CDPI 3"99]8([) AS(Provided) = 385 sf
As (Provided) = 385 sf > As (Required) = 381.1 sf
PERMIT No. GRD21-0090
WASTE DISCHARGE IDENTIFICATION NUMBER (WDID): 9 30C389422
7 PREPARED UNDER THE SUPERVISION OF: 701 N. Parkcenter Drive DRAWN  BY: DATE
s DANA POINT HARBOR REVITALIZATION | coMmERGiAL CORE AR
5 TAIT Cosormo  rasor DESGNED B oHTE COMMERCIAL CORE AREA
: eniereom TAT 1/21/22 DANA POINT HARBOR PARTNERS, LLC BUILDINGS 6-12 AND SURFACE
Since 1964 Los Ar}geles Socromenfo So_n Francisco Dallas  Phoenix CHECKED BY: DATE
3 Ontario San Diego Boise Denver Portland * { PARKING LOT DEMOLITION PLANS
2 ol i BURNHAM IWARD RID.OLSON ° m“
: / :
1 12122 e o B W P e n.1.ULoUN ¥ BELLWETHER EROSION CONTROL
NO. DATE REVISIONS ENGR. APPROV. DATE JACOB VANDERVIS R.C.E. No.46301 EXP. 12/2022 DATE TAIT 11/21/22 DETAlLS SHT 6 OF 6
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